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TP Composites, Inc.


TPC…We solve problemsSM

	HiFill® Polypropylene Molding Compound

	PROPERTIES
	ASTM TEST METHOD
	UNITS
	PP 1100 X176 BK

Polypropylene, Reinforced, Black

	Physical
	
	
	

	Specific Gravity
	D792
	–
	1.28

	Water Absorption (24 hr.)
	D570
	%
	0.02

	Mold Shrinkage (1/8")
	D955
	in/in
	0.006

	Mechanical
	
	
	

	Tensile Strength
	D638
	psi
	9,200

	Tensile Elongation
	D638
	%
	4.0

	Flexural Strength
	D790
	psi
	15,800

	Flexural Modulus
	D790
	psi
	900,000

	Izod Impact Strength
	D256
	ft lb/in
	

	     Notched (1/8")
	
	
	1.2

	Rockwell Hardness
	D785
	R Scale
	112

	Thermal
	
	
	

	Melting Point
	D785
	°F
	325

	Heat Deflection Temp.
	
	
	

	       66 psi
	D648
	ºF
	310

	     264 psi
	D648
	ºF
	290

	Coefficient of Linear 

     Thermal Expansion
	D696
	in/in/ºFx10-5
	

	Electrical
	
	
	

	Volume Resistivity
	D257
	ohm•cm
	

	Dielectric Strength (S/T)
	D149
	Volts/mil
	

	Miscellaneous
	
	
	

	Flammability
	UL Subj. 94
	–
	

	
	
	
	


Typical properties, not to be construed as specifications
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